TEMPORARY TRAFFIC CONTROL TYPICAL APPLICATION

IMPORTANT :

THIS DRAWING SHALL BE USED IN
COMBINATION WITH THE GENERAL
NOTES AT THE BEGINNING OF
STANDARDS NO. MD 104.00.

NOTES:
SEE STANDARD NO. MD 104.96-02.

SEE STANDARD NO. MD 104.86

FOR PROTECTION AND TREATMENT
OF BARRIER FLARE SECTIONS.

INSTALL BARRIER POCKETS AT
START/END POSITIONS. TO
PROTECT BARRIER TRANSFER
VEHICLE. AS SHOWN IN
CONTRACT DOCUMENT QR AS
DIRECTED BY THE ENGINEER.

BEFORE BARRIER TRANSFER
OPERATION BEGINS. REMOVE/COVER
TEMPORARY SIGNS ON APPROACH “S”
AND INSTALL STANDARD LEFT LANE
CLOSURE SETUP THROUGHOUT
TEMPORARY TRAFFIC CONTROL ZONE.

AFTER BARRIER TRANSFER

OPERATION 1S COMPLETED. REPLACE

THE TRAFFIC CONTROL SETUP FOR
APPROACH “N” WITH THE SETUP

SHOWN ON STANDARD NO. MD 104.96-02.

BARRIER SHALL BE MOVED AS SET

FORTH IN THE CONTRACT DOCUMENT
OR AS DIRECTED BY THE ENGINEER.
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